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AWWA C207-01
STANDARD FLANGES
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SPECIFICATIONS

AWWA C207 FLANGES

1. Standard Finishes for Contact Face of AWWA Flanges

Flanges of all classes shall be flat faced-that is, without projecton or raised face.The dimensions given for
thickness and minimum.

The flanges shall be faced smoothly or may have a serrated finish of approximately 32 serrations

per inch, approximately 1/64 in. in depth.

Serrations may be either spiral or concentric.

2. Dimensional Tolerances for AWWA Flanges

Dimension Tolerance

Bore +1.6 -0

Qutside diameter +3.2

] 18 in. and smaller +3.2 -0
Tickness -

20 in. and larger +4.8 -0

Length through 18 in. and smaller +3.2 -0.79

hub 20 in. and larger +4.8 1.6

Bolt ciucle diameter +1.6

Bolt-hole spacing +0.79

Note : For other dimensional tolerances, see page 52

3. Bolting

Bolts and nuts shall be carbon steel ASTM A307, Grades A or B Bolts shall have regular unfinished square or
hexagonal heads, and nuts shall have regular square or hexagonal Shapes all in accordance with ASME B18.21
for wrench head bolts and nuts wrench openings.

All bolts and nuts shall be threaded in accordance with ASME B1.1 for screwy threads, coarse-thread series,
Class 2A and 2B fit.

4, Gaskets

These standards are predicated on the user of either a cloth-inserted rubber gasket 1/16 in, thick or an
asbestos ring gasket that is either 1/16in, or 1/18 in, thick, at the purchaser’s option : The gasket shall extend
from the inside diameter of the flanges to at least the inside edge of the bolt holes, or it may.
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AWWA C20/

TABLE 2

AWWA C207 STANDARD STEEL-RING FLANGES
CLASS B*(86 psi) and CLASS D*(175-150 psi)

Unit: mm

Outside Inside Number i Thickness of Flange
Nominal Diameter of | Diameter of of Dlamectier(r:lgf Bol | piameter of Class B ol g D
Pipe Size Flange Flange Bolts Bolts Hole Es By
A B! C T T
4 228.6 116.1 8 190.5 19.1 15.9 15.9
5 254.0 143.8 8 2156.9 22.2 5.9 5.9
6 279.4 170.7 8 241.3 22.2 17.5 17.5
8 342.9 221.5 8 208.5 22.2 17.5 17.5
10 406.4 276.4 12 362.0 25.4 17.5 17.5
12 482.6 327.2 12 431.8 25.4 17.5 20.6
14 5334 360.4 12 476.3 28.6 7.5 23.8
16 596.9 aM1.2 16 539.8 28.6 17.5 254
18 635.0 462.0 16 577.9 31.8 17.5 27
20 698.5 512.8 20 635.0 31.8 17.5 28.6
22 749.3 563.6 20 692.2 34.9 19.1 30.2
24 812.8 614.4 20 749.3 34.9 19.1 31.8
26 870.0 *665.2 24 806.5 349 20.6 333
28 927.1 *716.0 28 863.6 349 22.2 333
30 984.3 *766.8 28 914.4 34.9 22.2 34.9
32 1060.5 *817.6 28 977.9 41 23.8 38.1
34 111.3 *868.4 32 1028.7 41.1 23.8 38.1
36 1168.5 *919.2 32 1085.9 4.1 25.4 1.3
38 1238.3 *970.0 32 1149.4 a1.1 254 1.3
40 1289.1 *1020.8 36 1200.2 a1.1 254 1.3
42 1346.2 *1071.6 36 1257.3 41.1 28.6 44.5
44 1403.4 *1122.4 40 1314.5 41.1 28.6 445
46 1454.2 *1173.2 40 1366.3 41.1 28.6 445
48 1511.3 *1224.0 44 1422.4 41.1 31.8 47.6
50 1568.5 *1274.8 44 1479.6 476 31.8 50.8
52 1625.6 *1325.6 44 1536.7 476 31.8 50.8
54 1682.8 *1376.4 44 1593.9 47.6 34.9 54
60 1854.2 *1528.8 52 1759.0 47.6 38.1 57.2
66 2032.0 *1681.2 52 1930.4 476 41.3 63.5
72 21971 *1833.6 60 2095.5 47.6 44.5 66.7
78 2362.2 *1986.0 64 2260.6 54 50.8 69.9
84 2533.7 *2138.4 64 2425.7 54 50.8 73
90 2705.1 *2290.8 68 2590.8 60.3 57.2 76.2
96 2876.6 *2443.2 68 2755.9 60.3 57.2 82.6
102 3048.0 *2595.6 72 2908.3 66.7 63.5 82.6
108 3219.5 *2748.0 72 3067.1 66.7 63.5 85.7
14 3390.9 *2900.4 76 3219.5 73 69.9 88.9
120 3562.4 *3052.8 76 3371.9 73 69.9 88.9
126 3733.8 *3205.2 80 3537.0 79.4 76.2 95.3
132 3905.3 *3357.6 80 3702.1 79.4 76.2 98.4
138 4076.7 *3510.0 84 380.8 85.7 82.6 101.6
144 4248.2 *3662.4 84 4019.6 85.7 82.6 104.8
Notes :

(1) Ring flanges may be overbored or counterbored to accommodate larger outside-diameter pipe than shown as nominal. This is done to allow
a clear inside diameter after cement-mortar lining. Wrench clearance between the pipe OD and bolt circle must be maintained as well as
sufficient gasket seating area.

(2) Metric conversion: nominal pipe size: in. x 25 = mm; dimensions: in. X 25.4 = mm; psi x 6.895 = kPa
*Pressure rating at atmospheric temperature is 86 psi. These flanges have the same OD and drilling as class 125 cast-iron flanges (ANSI
ASME B16.1). In sizes 24 in. and smaller, they also match ANSI/ASME B16.5 150 psi drilling for steel flanges.

*Pressure rating at atmospheric temperature: sizes 4-12 in. inclusive, 175 psi; sizes larger than 12 in., 150 psi. These flanges have the same
diameter and drilling as class 125 cast-iron flanges (ANSI/ASME B16.1). In sizes 24 in.and smaller, they also match ANSI/ASME B16.5
150-psi standard for steel flanges.

*The purchaser shall specify the ID of the flange, dimension B, for nominal pipe sizes 26 in. and larger. The diameter of the flange bore shall
not exceed the pipe OD by more than 0.19 in.

§'Bo|t holes shall be drilled 1/8 in. larger in diameter than the nominal diameter of the bolt except as stated in Sec. 4.2.3.
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AWWA C20/

TABLE 3

A
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AWWA C207 STANDARD STEEL-HUB FLANGES
CLASS D*(175-150 psi) Unit: mm

Nominal Digr%gstlgreof Dialrr%stelt%(? of Nurgfber Dlam%ti?(r:lgf Bl Diameter of Flanges Dimensions
Pipe Size Flange Flange Bolts Bolts Hole
A B C T L E
4 228.6 116.1 8 190.5 19.1 2.7 22.2 134.9
5 254.0 143.8 8 215.9 22.2 14.3 31.8 160.3
6 279.4 170.7 8 241.3 22.2 14.3 31.8 192.1
8 342.9 221.5 8 298.5 22.2 14.3 31.8 246.1
10 406.4 276.4 12 362.0 254 1.5 31.8 304.8
12 482.6 327.2 12 431.8 25.4 17.5 31.8 365.1
14 533.4 360.4 12 476.3 28.6 19.1 31.8 400.1
16 596.9 aM1.2 16 539.8 28.6 19.1 31.8 457.2
18 635.0 462.0 16 577.9 31.8 19.1 31.8 504.8
20 698.5 512.8 20 635.0 31.8 19.1 318 558.8
22 749.3 563.6 20 692.2 34.9 25.4 445 616.0
24 812.8 614.4 20 749.3 34.9 25.4 44.5 663.6
26 870.0 665.2 24 806.5 349 25.4 445 723.9
28 927.1 716.0 28 863.6 349 25.4 445 747
30 984.3 766.8 28 914.4 34.9 25.4 445 825.5
32 1060.5 817.6 28 977.9 41 28.6 445 882.7
34 111.3 868.4 32 1028.7 41.1 28.6 445 933.5
36 1168.4 919.2 32 1085.9 4.1 28.6 44.5 984.3
38 1238.3 970.0 32 1149.4 41,1 28.6 445 1035.1
40 1289.1 1020.8 36 1200.2 41,1 28.6 445 1092.2
42 1346.2 1071.6 36 1257.3 411 31.8 44.5 1143.0
44 1403.4 1122.4 40 1314.5 411 31.8 57.2 1193.8
46 1454.2 1173.2 40 1366.3 41.1 31.8 57.2 1244.6
48 1511.3 1224.0 44 1422.4 41.1 34.9 63.5 1295.4
50 1568.5 1274.8 44 1479.6 476 34.9 63.5 1346.2
52 1625.6 1325.6 44 1536.7 476 34.9 63.5 1397.0
54 1682.8 1376.4 44 1593.9 47.6 34.9 63.5 1447.8
60 1854.2 1528.8 52 1759.0 47.6 38.1 69.9 1600.2
66 2032.0 1681.2 52 1930.4 476 38.1 69.9 1752.6
72 2197.1 1833.6 60 2095.5 47.6 38.1 69.9 1905.0
78 2362.2 1986.0 64 2260.6 54 445 76.2 2063.8
84 2533.7 2138.4 64 24257 54 44.5 76.2 2222.5
90 2705.1 2290.8 68 2590.8 60.3 50.8 76.2 2381.3
96 2876.6 24432 68 2755.9 60.3 50.8 82.6 2540.0

Notes :

(1) Hub flanges are to be used on pipe that has an OD equal to the nominal pipe size in the first column and shall not be overbored

(2) Metric conversion: nominal pipe size: in. x 25 = mm; dimensions: in. X 25.4 = mm; psi x 6.895 = kPa.
*Pressure rating at atmospheric temperature:sizes 4-12 in. inclusive, 175 psi; sizes larger than 12 in., 150 psi. These Flanges have the
diameter and drilling as class 125 cast-iron flanges (ANSI/ASME B16.1). In sizes 24 in. and smaller,they also match ANSI/ASME B16.5
150-psi standard for steel flanges.
*Bolt holes shall be drilled 1/8in. larger in diameter than the nominal diameter of the bolt except as stated in Sec.4.2.3.
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[ABLE 4
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AWWA C207 STANDARD STEEL-HUB FLANGES
CLASS E*(275 pS|) Unit: mm

+— T MmO |>

Nominal Digr%ftlgreof Dialrr%stelt%(? of Nurgfber Dlamectier(r:lgf gl Diameter of Flanges Dimensions
Pipe Size Flange Flange Bolts Bolts Hole
A B C T L E

4 228.6 116.1 8 190.5 19.1 23.8 333 134.9
5 254.0 143.8 8 215.9 22.2 238 36.5 163.5
6 279.4 170.7 8 241.3 22.2 25.4 39.7 192.1
8 342.9 221.5 8 298.5 22.2 28.6 44.5 246.1
10 406.4 276.4 12 362.0 25.4 30.2 49.2 304.8
12 482.6 327.2 12 431.8 25.4 31.8 55.6 365.1
14 533.4 360.4 12 476.3 28.6 34.9 57.2 400.1
16 596.9 M2 16 539.8 28.6 36.5 6.5 457.2
18 635.0 462.0 16 577.9 31.8 39.7 68.3 504.8
20 698.5 512.8 20 635.0 31.8 42.9 73.0 558.8
22 749.3 563.6 20 692.2 34.9 46.0 79.4 609.6
24 812.8 614.4 20 749.3 34.9 47.6 82.6 663.6
26 870.0 665.2 24 806.5 349 50.8 85.7 723.9
28 927.1 716.0 28 863.6 349 52.4 98.3 781.1
30 984.3 766.8 28 914.4 34.9 54.0 88.9 831.9
32 1060.5 817.6 28 977.9 41 57.2 92.1 889.0
34 1113 868.4 32 1028.7 41 58.7 937 939.8
36 1168.4 919.2 32 1085.9 4.1 60.3 95.3 997.0
38 1238.3 970.0 32 1149.4 41 60.3 95.3 1060.5
40 1289.1 1020.8 36 1200.2 41 63.5 98.4 1113
42 1346.2 1071.6 36 1257.3 411 66.7 101.6 1168.4
44 1403.4 1122.4 40 1314.5 411 66.7 101.6 1219.2
46 1454.2 1173.2 40 1365.3 411 68.3 103.2 1270.0
48 1511.3 1224.0 44 1422.4 41.1 69.9 104.8 1327.2
50 1568.5 1274.8 44 1479.6 476 69.9 104.8 1378.0
52 1625.6 1325.6 44 1536.7 47.6 73.0 108.0 1435.1

54 1682.8 1376.4 44 1593.9 47.6 76.2 1.1 1492.3
60 1854.2 1528.8 52 1759.0 476 79.4 14.3 1657.4
66 2032.0 1681.2 52 1930.4 476 85.7 123.8 1816.1
72 2197.1 1833.6 60 2095.5 47.6 88.9 127.0 1993.9
78 2362.2 1986.0 64 2260.6 54 98.4 136.5 2146.3
84 2533.7 2138.4 64 24257 54 98.4 136.5 2298.7
90 2705.1 2290.8 68 2590.8 60.3 108.0 146.1 2457.5
96 2876.6 24432 68 2755.9 60.3 108.0 146.1 2609.9

Notes :

(1) Hub flanges are to be used on pipe that has an OD equal to the nominal pipe size in the first column and shall not be overbored
(2) Metric conversion: nominal pipe size: in. x 25 = mm; dimensions: in. X 25.4 = mm; psi x 6.895 = kPa.
*Pressure rating at atmospheric temperature is 275 psi. These Flanges have the same diameter and drilling as ANSI B16.1, Class 125
cast-iron flanges. In sizes 24in, and smaller, they also match ANSI B16.5, 150psi standard for steel flanges.
*Welding neck flanges may be used if desired, at the purchaser’s option.
*Bolt holes shall be drilled 1/8in. larger in diameter than the nominal diameter of the bolt as stated in Sec.4.2.3.
*The thickness T of a flange from which the raised face has been removed, shall be no less than Dimension T minus 0.06 in.
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AWWA C20/

TABLE 5

\

AWWA C207 STANDARD STEEL-RING FLANGES
CLASS E*(275 psi) Unit: mm

Qutside Inside f i
Nominal Diameter of Diameter of Numfber Dlamecti?(r:lgf Bolt Diameter of Thl(;:(annes: o

Pipe Size Flange Flange 0 Bolts Hole 9

A Bi Bolts C T
4 228.6 116.1 8 190.5 19.1 28.6
5 254.0 143.8 8 215.9 22.2 30.2
6 279.4 170.7 8 241.3 22.2 33.4
8 342.9 2215 8 298.5 22.2 38.1
10 406.4 276.4 12 362.0 25.4 39.7
12 482.6 327.2 12 431.8 25.4 44.5
14 533.4 360.4 12 476.3 28.6 47.6
16 596.9 4112 16 539.8 28.6 50.8
18 635.0 462.0 16 577.9 31.8 54
20 698.5 512.8 20 635.0 31.8 60.3
22 7493 563.6 20 692.2 34.9 63.5
24 812.8 614.4 20 749.3 34.9 66.7
26 870.0 “665.2 24 806.5 34.9 69.9
28 927.1 *716.0 28 863.6 34.9 69.9

30 984.3 *766.8 28 914.4 34.9 73
32 1060.5 *817.6 28 977.9 411 76.2
34 1111.3 *868.4 32 1028.7 411 76.2
36 1168.5 *910.2 32 1085.9 41.1 79.4
38 1238.3 *970.0 32 1149.4 411 79.4
40 1289.1 *1020.8 36 1200.2 411 82.6
42 1346.2 *1071.6 36 1257.3 411 85.7
44 1403.4 *1122.4 40 1314.5 411 85.7
46 1454.2 *1173.2 40 1365.3 411 87.3
48 1511.3 *1224.0 44 1422.4 411 88.9
50 1568.5 *1274.8 44 1479.6 476 88.9
52 1625.6 *1325.6 44 1536.7 476 92.1
54 1682.8 *1376.4 44 1593.9 47.6 95.3
60 1854.2 *1528.8 52 1759.0 47.6 98.4
66 2032.0 *1681.2 52 1930.4 476 108
72 2197.1 *1833.6 60 2095.5 47.6 111.1
78 2362.2 *1986.0 64 2260.6 54 120.7
84 2533.7 *2138.4 64 24257 54 120.7
90 2705.1 *2290.8 68 2590.8 60.3 130.2
96 2876.6 *2443.2 68 2755.9 60.3 130.2
102 3048.0 *2595.6 72 2908.3 66.7 139.7
108 3219.5 *2748.0 72 3067.1 66.7 139.7
114 3390.9 *2900.4 76 3219.5 73 149.2
120 3562.4 *3052.8 76 3371.9 73 1492
126 3733.8 *3205.2 80 3537.0 79.4 158.8
132 3905.3 *3357.6 80 3702.1 79.4 158.8
138 4076.7 *3510.0 84 380.8 85.7 171.5
144 4248.2 *3662.4 84 4019.6 85.7 171.5

Notes :
(1) Ring flanges may be overbored or counterbored to accommodate larger outside-diameter pipe than shown as nominal. This is done to allow
a clear inside diameter after cement-mortar lining. Wrench clearance between the pipe OD and bolt circle must be maintained as well as
sufficient gasket seating area.
(2) Metric conversion: nominal pipe size: in. x 25 = mm; dimensions: in. X 25.4 = mm; psi x 6.895 = kPa
*Pressure rating at atmospheric temperature is 275 psi. These flanges have the same diameter and drilling as ANSI B16.1, class 125 cast-iron
flanges. In size 24in, and smaller, they also match ANSI B16.5, 150-psi standard for steel flanges.
*The purchaser shall specify the ID of the flange, dimension B, for nominal pipe sizes 26 in. and larger. It is recommended that this dimension
be 3/16in. larger in diameter than the nominal 0.D. of the pipe.
*Bolt holes shall be drilled 1/8 in. larger in diameter than the nominal diameter of the bolt except as stated in Sec. 4.2.3.
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AWWA C20/

TABLE 6

AWWA C207 STANDARD STEEL-RING FLANGES

CLASS F*(300 psi)

Unit: mm

Qutside

Inside

Nominal Diameter of Diameter of bumoer Diameter of Bolt Diameter of TGS
Pipe Size Flange Flange of Circle Bolts Hole Flange
A B Bolts C T
4 254.0 1151 8 200.2 22.2 28.7
5 279.4 143.8 8 235.0 22.2 30.7
6 3175 170.9 12 269.7 22.2 33.3
8 381.0 2217 12 330.2 25.4 33.3
10 4445 276.4 16 387.4 28.6 38.1
12 520.7 327.2 16 450.9 31.8 41.4
14 5842 360.4 20 514.4 31.8 493
16 647.7 4112 20 5715 34.9 54.4
18 711.2 462.0 24 628.7 34.9 57.2
20 7747 512.8 24 685.8 34.9 59.2
22 838.2 563.6 24 743.0 34.9 63.5
24 914.4 614.4 24 812.8 411 68.3
26 971.6 666.8 28 876.3 47.6 76.2
28 1035.1 717.6 28 939.8 47.6 79.5
30 1092.2 768.4 28 997.0 47.6 80.0
32 1149.4 819.2 28 1054.1 47.6 82.6
34 1206.5 870.0 32 104.9 47.6 85.9
36 1270.0 920.8 32 1168.4 54 87.9
38 1327.2 971.6 36 1219.2 54 88.9
40 1378.0 1022.4 36 1276.4 54 92.2
42 1447.8 1073.2 36 1339.9 54 96.8
44 1505.0 1124.0 36 1397.0 54 101.6
46 1562.1 1174.8 40 1454.2 54 104.9
48 1651.0 1225.6 40 1543.1 54 114.3
Notes :

(1) Ring flanges may be overbored or counterbored to accommodate larger outside—diameter pipe than shown as nominal.
This is done to allow a clear inside diameter after cement-mortar lining. Wrench clearance between the pipe OD and bolt circle
must be maintained as well as sufficient gasket seating area.
(2) Metric conversion: nominal pipe size: in. x 25 = mm; dimensions: in. X 25.4 = mm; psi x 6.895 = kPa
*Pressure rating at atmospheric temperature is 300 psi. These flanges have the same diameter and drilling as ASME B16.2, class 250 cast
iron pipe and flanged fittings. psi standard for steel flanges.
*Bolt holes shall be drilled 1/8 in. larger in diameter than the nominal diameter of the bolt as stated in Sec. 4.2.3.
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AWWA C20/

TABLE 7

AWWA C207 BLIND FLANGE THICKNESS

Unit: mm
. Minmum Thickness*
P,\ilgg“gigle Mating Class B Class D T Class E Class F
Flange I.D. 86psi | ... 275psi 300psi
in mm mm mm mm mm mm
4 100 116 15.88 15.88 28.58 28.70
5 125 144 15.88 16.51 30.18 30.73
6 150 171 17.48 17.59 33.35 33.27
8 200 221 17.48 20.62 38.10 33.27
10 250 276 17.48 24.21 39.70 38.10
12 300 327 18.26 28.37 44.45 41.40
14 350 360 20.10 28.78 47.63 49.28
16 400 41 22.66 32.13 50.80 54.36
18 450 462 2413 33.81 53.98 57.15
20 500 513 26.42 36.77 60.33 59.18
22 550 564 28.74 39.83 63.50 63.50
24 600 648 30.89 4218 66.68 68.53
26 650 699 33.20 45.37 69.85 76.20
28 700 749 35.50 48.40 69.85 79.50
30 750 800 3753 51.00 73.03 80.42
32 800 851 40.16 54.60 76.20 84.62
34 850 902 4219 57.21 77.46 88.25
36 900 956 44.48 60.20 81.51 93.25
38 950 1006 47.06 63.66 86.20 96.90
40 1000 1057 49.09 66.28 89.74 101.40
42 1050 1108 51.40 69.32 93.86 105.92
44 1100 1159 53.70 72.36 97.97 110.19
46 1150 1210 55.73 74.99 101.53 114.43
48 1200 1260 58.03 78.03 105.65 121.44
50 1250 1314 60.38 81.17 109.90
52 1300 1365 62.69 84.21 14.02
54 1350 1416 64.99 87.25 118.14
60 1500 1568 71.63 95.97 129.95
66 1650 1724 78.53 105.06 142.26
72 1800 1876 85.17 113.80 154.08

Notes :

All flanges are flat faced.

ASTM A-36 steel used (allowable stress 16,000 psi)

ASTM A-307 Grade B bolts (7,000 psi allowable stress) used for class B and D.

ASTM A-193 Grade B7 bolts (25,000 psi allowable stress) used for class E and F.

(5) For diameters over 48 in., designers should consider using dished heads welded to a standard flange.

*Design Method : ASME Boiler & Pressure Vessel Code, Sec. VI, Div. 1.

+Class D flanges are rated at 175 psi (1,207 kPa) for nominal pipe size< 12 in. (600 mm), and 150 psi (1,034 kPa) for norminal pipe size
12 in.(600 mm)
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